


EXCELLENCE
IN EVERY DETAIL 
MAKES THE DIFFERENCE



OUR
BRANDED
VALUES



THERMO-STOVES
My THERMO-STOVE

is placed elegantly

in my living room, giving 

the house warmth and 

emotion. While respecting the 

environment.



ZK60F
BLACK



The exclusive DeManincor technology has combined high 
power and great autonomy with refined and elegant aesthet-
ics. Resulting in our THERMO-STOVES being capable of deliv-
ering high level performance while respecting the environment. 
A modern, practical, clean and efficient furnishing element.

ECOPLUS® SYSTEM
State of the art for complete and clean 
combustion - it guarantees maximum 
thermal performance and reduces harmful 
emissions into the atmosphere.

OPTIMAL PERFORMANCE
DeManincor technology combines high 
power and great autonomy, thereby 
ensuring performance of up to 80%.

FIREBRICKS
They cover the bottom of the combustion 
chamber, thereby ensuring high 
performance and significantly reduced 
boiler condensation, thereby guaranteeing 
greater efficiency over time.

EXTERNAL AIR INTAKE
The air used by the combustion is not drawn 
from the internal environment but entirely 
from the outside.

BOILER WITH 5 YEAR WARRANTY
Boiler with exchange surfaces designed to 
achieve maximum performance, in special 
thick steel, with a 5-year warranty.

SET UP FOR SAFETY THERMAL 
DISCHARGE
Equipped with inside exchange circuit for 
closed implants with security heat exhaust.

LARGE OVEN
Large stainless steel oven with a double 
glazed window, fitted with a thermometer, 
ideal for homogeneous cooking and high 
temperatures up to 250°C.

VERY POWERFUL
The large combustion chamber allows to 
reach high powers useful for heating even 
large spaces.

HEALTHY HEAT OF FIRE

DETAILS THAT MAKE ALL
THE DIFFERENCE
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HEALTHY HEAT OF FIRE

1. Shell and tube boiler designed for   
     the best performance

2. Upper smoke outlet diameter 15mm (Ø)

3. ECOPLUS® system, primary air

4. Primary air thermostatic regulator

5. ECOPLUS® system, secondary air

6. Refractory material coating

7. Easy cleaning

8. External air intake diameter 80mm (Ø)

9. Large ash pan

10. Wood compartment

External air intake diameter 80 mm ØPractical access to clean the flue above
the oven

Oven door with double glazed window and 
a thermometer

Oven base made of food-safe refractory 
material
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ZK60

ZK60F SK60F

SK60

Measurements: 68x66x145 cm
Nominal power: 19.5 (26.5) kw
Efficiency: 80%

Measurements: 68x66x108 cm
Nominal power: 18.5 (24.5) kw
Efficiency: 80%

Measurements: 68x66x108 cm
Nominal power: 18.5 (24.5) kw
Efficiency: 80%

Measurements: 68x66x145 cm
Nominal power: 19.5 (26.5) kw
Efficiency: 80%

Ceramic colours:
White, Earth, Bordeaux

Ceramic colours:
White, Earth, Bordeaux
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SK60F
BORDEAUX CERAMIC



DeManincor SpA
Via di Spini, 15
38121 Trento  |  ITALY 
tel. +39 0461 990 322 
fax +39 0461 990 234
www.demanincor.com 
woodcookers.demanincor.com

CONFIGURE 
YOUR
COOKER




